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                      DYNAMAX STICKER REMOVER spray              
 
 
  1. Description 
 This technical sheet is valid for production, testing and delivery of  DYNAMAX STICKER REMOVER - 
spray. 
DYNAMAX STICKER REMOVER spray is high quality citrus cleaner to remove grease, tar, oil, wax, ink, 
resin, stickers and residues of glue from parts of treated and untreated metal, wood, stone and various types of 
plastic. 
 
 Characteristics: 

 High dissolving properties 
 Leaves no residue 
 Slow evaporation 
 Non-corrosive 
 360° valve 

                                                                                 
 Physical state: 
 DYNAMAX STICKER REMOVER spray is a colourless aerosol with a characteristic odour.  
 
 Application: 
 DYNAMAX STICKER REMOVER spray should have room temperature. Best processing temperature 5 to 
30°C. Before use, shake the aerosol. Before treatment, cover conductive parts and switch off electrical 
installations. Spray the parts to be treated and allow to take effect. Remove contaminations with a clean, non 
fluffy cloth or tissue. For parts of treated metal and plastic, we advise to test the compatibility. 
 
- Machine Parts, Garden Tools, Garden Furniture, Wooden Parts, (Car) Windows, Floors and walls, Axles   
 
 
  2. Technical parameters 

 DYNAMAX STICKER REMOVER spray must comply with the following specifications: 

Physical state aerosol 

Colour colourless 

Odour citrus  

Density at 20°C [g/cm3] 0,740 ± 0,010 
VOC – content [obj.%] 100 
Vapour pressure at 20°C [bar] 3 – 4  

Flash Point [°C] < 0 
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 3. Storage and shelf life: 
 Store it in tightly-closed containers  in a dry and well-ventilated store room at the temperature up to  +40 °C .  
 
 
 
 4. Fire-fighting properties: 
 Combustible of  I. hazard degree. 
 
 
 
 5. Delivery: 
 All matters concerned delivery and transportation of the product DYNAMAX STICKER REMOVER spray 
are the object of a purchase contract, but must be in accordance with these regulations. 
 
 
 
 Contact address: 
 EURO-VAT, Ltd. 
  951 22 Alekšince 231  
  Slovak Republic 
  tel./fax: 00421/37 78 22 326-7 
  e-mail: eurovat@eurovat.sk 
  www.dynamaxoil.com 
   
 
 


